CONSTRUCTION PHASING NOTE 5. PROVIDE SEWER BYPASS PUMPING TO IN AREAS 1, 2, AND 3. ALL PIPE RE-LINING WORK SHALL BE SCHEDULED WITH NOTE 2 AND 3 ABOVE) ALL DESIGNATED ENTRY/EXIT POINTS SHALL REMAIN OPEN AT ALL TIMES DURING CONSTRUCTION. ENTRY/EXIT TO REMAIN OPEN AT ALL TIMES DURING CONSTRUCTION.


1. GENERAL LOCATION OF CONTRACTOR STAGING AREA WITH THE CAMPUS CONTRACTOR STAGING AREA:

2. SET UP CONTRACTOR STAGING AREA.

3. PROVIDE MINIMUM SAFETY REQUIREMENTS FOR WORK AREAS AS SHOWN ON THE PLAN.

4. CONTRACTOR SHALL PROTECT ALL EXISTING TREES TO REMAIN WITHIN THE DESIGNATED ENTRANCE/EXIT TO REMAIN OPEN AT ALL TIMES DURING CONSTRUCTION.

5. PROVIDE TEMPORARY CONSTRUCTION FENCES (TYP.) AS SHOWN ON THIS PLAN. INSTALL CONSTRUCTION FENCES AND SILT FENCES AS SHOWN ON THE EROSION AND SEDIMENT CONTROL CONTRACT LIMIT LINE (TREES WITHIN CLL NOT MARKED FOR DEMOLITION STATES THE FOLLOWING:

STATE UNIVERSITY CONSTRUCTION FUND SUCH PROJECT NO. 1.035 SUNT PLATTSBURG HAWKINS HALL BRONX INFRARAD REPLACEMENT

CONSTRUCTION PHASING PLAN